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ANTI-SLIP properties: Slip Resistance Classification of New Pedestrian Surface Materials to Standards Australia AS/NZS 4586:2004; Appendix A - Wet Test.
Using the Four S slider method, REDI-GRIP achieved an exceptionally high BPN of 58, resulting in (the highest available) classification of “Class V” (Table 2).
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FLOORS and OBJECTS

ANTI-SLIP

Surface Added Material
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Standard Sizes
100 x 225mm

REDI-GRIP FLOORS & OBJECTS Surface Added Material is a 1.5mm thick tough urethane

stretch-flexible film material, which when applied to a parent surface will provide an exceptional

150 x 225mm
grip to fixed and/or portable articles - wet or dry.

The washable material is constructed of micro-fine open cell (porous) foam technology. There are
no secondary abrasive particles added and the film is soft to the touch. Available in aesthetic
shades of Neutral Grey, Medium Grey (cement tone) and Reddish Brown; with high levels of
pigmentto ensure many years of UV stability on outdoor applications.

REDI-GRIP material can readily be attached to many types of substrate surfaces using either of
two Adhesive Bonding Systems: Pressure Sensitive Backing Tape and urethane General Bonding
Adhesive. Please referto Technical Data Sheet for information, guidelines, tips and FAQs.

Surface Added Material will provide an attractive smooth textured
safety-grip to floors, paths, walkways, steps, ramps, playground
equipment, appliances, scaffolding, hand rails, machinery and hand tools.

STRIPS

For more information on REDI-GRIP, contact the
manufacturer: Redi-Brite Industries Pty Ltd

8 Quindus Street, Beenleigh, Qld. 4207 Australia.
Tel. 07 3287 1400, Email; sales@redibrite.com.au
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